
Three Phase 

Residen�al Energy Storage Invert

Lingtech 3P

er 

Safe
Physical and electrical dual isola�on

AFCI func�on integra�on
AC overcurrent,AC overvoltage,Over-heat 

protec�on
Ip65 protec�on grade

Multiple working modes
iHESS series supports four working modes

1.Self Use  2.Time of Use 
3.Backup Power  4.Grid Priority
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Flexible Rate Tariff
Charge from the grid at off-peak �mes where 

energy is cheaper,and discharge at peak �mes 
where energy is more expensive.

Provides backup load with a switching �me less 
than 10 ms.

Quick backup
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A2:BMS port

A3:Meter/CT port

A4:Dry contact

A5:DRM port

A6:Parallel port

A7:Parallel port

A8:USB port

B:WIFI port

C:GRID port

D:LOAD port

E:PV port

F:Ba�ery port
G

G:PV Switch(op�onal)

P roduct characteris�cs

Technical Specifica�on

Efficiency

DC Max. efficiency

Europe efficiency

98.00%

98

Lingtech 3P series

%

Input(PV)

Max. power(kW)

Max. DC voltage(V)

MPPT voltage range(V)

Max.input current of single MPPT(A)

MPPT tracker/strings

AC output

Rated output power(kw)

Max. output current(A)

Grid voltage/range(V)

Frequency (Hz)

PF

THDi

AC output topology

Ba�ery

Ba�ery voltage range(V)

Max. charging voltage(V)

Max. charge/discharge current(A)

Ba�ery type

UPS output

Rated power (kw)

Rated output voltage(V)

Rated output current(A)

Rated frequency (Hz)

Automa�c switching �me (ms)

THDu

Overload capacity

Protec�on& Feature

An�-Islanding protec�on

DC Over current protec�on

Insula�on monitoring

Residual current monitoring

Arc fault protec�on

Other protec�on

General Parameter

Degree of protec�on

Opera�on temperature

Cooling

Rela�ve humidity

Al�tude 2,000m

Dimensions W * D * H (mm)

Weight (kg)

Isola�on transformer

Self-consump�on(W)

Display and communica�on

Display

Interface

Safety standard

8 9.6 12.8 16

1000

180~900

13

2/1

400/360~440

50 /60

0.8lagging-0.8leading

<3%

3W+N+PE

125-600

600

40

lithium /Lead-acid

400

50/60

<10

<2%

110%, 30S/120%, 10S/150%, 0.02S

Yes

Yes

Yes

Yes

Yes

AC over current,AC over voltage,Over-heat protec�on

- 25°C~ 60°C

Natural

0 ~95%(non-condensing)

(>2,000 Dera�ng)

525*200*595

28.5

No

<5

LCD

Standard:RS485,CAN,DRM Op�onal:Lan,Wifi ,4G,Bluetooth

EN/IEC 62109-1,EN/IEC 62109-2

19.2

5 6 8 10 12

8 9.6 12.7 15.9 19.1

Rated ba�ery voltage(V) 300

5 6 8 10 12

8 9.6 12.7 15.9 19.1

Parallel Func�on Yes,12 units

P65I
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